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LED车库灯

铝压铸壳体，表面喷漆处理，散热性好，外形美观

采用美国通用接线盒设计，简单方便

beam

ensure

thermal

LED Parking Garage Light

Die-casting aluminum body, outer surface with spray paint 
treatment, elegant appearance and excellent heat dissipation.

Used design of US general junction box, easy operating.



功率40W-60W

产品重量和包装 Weight & package

子午面配光曲线 最大光强处圆锥面光强分布曲线

安装方式
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1.将EVA泡棉贴到配件A上，再用4颗紧固件将配件A固定于承载物体面;

2.灯具上的挂钩吊在配件A上，如图2所示，然后接线;

3.将接线端子塞进接线盒，配件A外侧卡在配件B下方，如图3箭头所示;

4.两颗紧固件穿过灯具孔眼顶到配件A,将灯具给予固定。并在灯具与承载物体面之间打上玻璃胶密封。

*使用紧固件前,可将紧固件表面涂适量厌氧胶,确保不因外界环境变化使紧固件松弛。

1. Stick EVA foam to template A, then fix template A on the wall with the 4 bolts (Picture 1).
2. Hang the hook on the template(A), as picture 2 shown, and then connect the wires.
3. Push the terminal blocks into the junction box, lock the outboard of template A into     
    the place under B (as picture 3 shown by the arrow). 
4.�Secure the fitting to template A through the two side holes (Picture 4) with the 2 bolts.
����Apply caulk or RTV to sides of fixture where it meets the wall.
*Better to swear some anaerobic adhesive on the bolts before using.

1):Junction box美国标准接线盒
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功率Wattage

净重N.W.

毛重G.W.

包装尺寸Package Size

体积Volume

40W 60W

2.85KG 3.05KG

3.3KG 3.5KG

28X28X16cm

0.0125m
3

C0

C30

C60

C90

C120

C150

C180

C210

C240

C270

C300

C330

最⼤值位置�γ=�63.0?

屋边

路边

0

400

800

1200

1600

2000

0

30

60

80

90

100

30

60

80

90

100

Uplight

LUMINAIRE�CLASSIFICATION�SYSTEM(LCS)�GRAPH
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IESNA�Luminaire�Flux�Distribution�Table:
Zone Lumens Luminaire�%
FL�-�Front-Low(0-30) 222.23 5.3
FM�-�Front-Medium(30-60) 1057.6 25.2
FH�-�Front-High(60-80) 810.49 19.3
FVH�-�Front-Very�High(80-90) 21.42 0.5
Total�Forward�Light 2111.8 50.3

BL�-�Back-Low(0-30) 221.53 5.3
BM�-�Back-Medium(30-60) 1111.9 26.5
BH�-�Back-High(60-80) 736.08 17.5
BVH�-�Back-Very�High(80-90) 20.356 0.5
Total�Back�Light 2089.9 49.7

UL�-�Uplight-Low(90-100) 0 0.0
UH�-�Uplight-High(100-180) 0 0.0
Total�Up�Light 0 0.0

BUG(Back,Up,Glare)�Rating B2-U0-G1

Zone Downward
Lumens

Upward
Lumens

Total
Lumens

House�Side 2111.8 0 2111.8
Street�Side 2089.9 0 2089.9



LED车库灯参数表

2):Pipe四分管 3):Hook挂钩
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使用环境 Environment WET

Ambient Temperature
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LEDCK60W001
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